PRELIMINARY AMENDMENT 
AMENDMENTS TO THE SPECIFICATION 



Q77762 



Amend the specification by inserting before the first line the sentence: 

This is a division of application Serial No. 09/825,932 filed April 5, 2001, the entire dis- 
closure of which is incorporated herein by reference. 

Page 16, 1^^ full paragraph: 

Referring now in greater detail to the drawings and initially to Fig. 3, there is shown a 
magnetic tape cartridge 1 in accordance with a first embodiment of the present invention. The 
magnetic tape cartridge 1 has a cartridge case 4, formed by fastening an upper case 2 and a lower 
case 3 together with small [volts] bolts . A single tape reel 7 with magnetic tape T coupled at its 
leading end with a tape leader pin P is rotatably housed within the cartridge case 4. A tape leader 
opening 10 for leading the magnetic tape T is formed in one side wall 2b of the upper case 2 and 
one side wall 3b of the upper case 3. This tape leader opening 10 is opened and closed by a slide 
door 11 urged in a closing direction by means of a spring (not shown). A door rail 12 in the form 
of a groove (see Figs. 9 and 10) along which the slide door 11 slides is formed near the tape 
leader opening 10. 
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Pages 17-18, bridging paragraph: 

The tape leader pin P consists of a pin main body 5 and a clamp member 6, as illustrated 
in Fig. 4. The pin main body 5 has a tape clamp portion 5a in the form of a shaft at its central 
portion. The tape [[clam]] clamp portion 5a is used to clamp the end portion of the magnetic 
tape T between it and the clamp member 6. The pin main body 5 also has flange portions 5b in 
the form of a thin plate at the upper and lower ends of the tape clamp portion 5a. In addition, 
small-diameter portions 5c, which are engaged and retained by the pin catching member of a 
recording-reproducing unit, are formed outside the flange portions 5b. Furthermore, relatively 
thick flange portions 5d for engaging with the cartridge case 4 are formed at the opposite ends of 
the pin main body 5. The pin main body 5 is formed, for example, from bar stainless steel by 
cutting, and the length of the tap clamp portion 5a corresponds to the width of the magnetic tape 
T. 

Pages 18-19, bridging paragraph: 

The clamp member 6 is a resin molded product and has an axial length which 
corresponds to the length of the tape [[clam]] clamp portion 5a of the pin main body 5. This 
clamp member 6 is provided with an axial slit 6a extending over the overall length thereof and 
has a C-shaped cross section. The width of the slit 6a is narrower than the outside diameter of 
the tape clamp portion 5a. Therefore, if the clamp member 6 is inserted elastically on the outer 
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periphery of the tape clamp portion 5a while being deformed so that the slit 6a is outstretched, 
the inner peripheral surface 6a of the clamp member 6 is pressed against the outer periphery of 
the tape clamp portion 5a, and the magnetic tape T is clamped between the inner peripheral 
surface 6a of the clamp member 6 and the outer periphery of the tape clamp portion 5a. 
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